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	Drive System
	Friction Driven:
Rotating-Tube Technology:
Cleaner
Quieter
Safer

	Chain-driven two-rail conveyor system using a power chain and pusher dogs to allow carriers to stop and start independently of the powered chain.

	Variable Speeds Zones
	Independent zones controlled by VFD
	Variable speeds can be achieved with the use of multiple chains
Stop and Start carriers independently using power chain and pusher dogs

	Construction
	Modular, Bolted Construction:
Easily expandable:
workstations
new lines
ancillary equipment
	


	
	
	

	Integration
	Easily integrate:
Lifts 
Shuttles
Robotics
	

	
	
	

	
	
	

	Scalability
	Add product lines/equipment to ramp up production with minimal cost
	

	Buffer Zones
	
	

	Controls Systems
	Smart Controls
	Smart Controls

	
	
	

	Accumulation
	
	Fixed Hook, Carrier Spacing

	Floor space required
	Less floor space:
Use of deadheads/spurs
Lifts & Shuttles
Vertical Build
Over/under design
	Return Chain space required

	
	
	Drive/Take-up units

	Energy Efficiency
	Independent Zones (only runs when needed)
	Continuously running

	Cost
	Lower total cost of ownership:
Less installation time
Easily modified with no or minimal downtime
Less maintenance (with little training required)
Uses less floor space
Less replacement parts
Energy efficient

	Lower upfront cost
more maintenance
repairs/parts cost more
entire system is down

	
	
	




IntelliTrak Technology
Friction Drive
Rotating Tube (Add Chainless Conveyor Motion video from IntelliFinishing)
How it works:
Modular construction
So, product weight determines IntelliTrak Product:
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Automation & Integration
Implementing automation into manufacturing process
PRODUCT TRANSPORT
	Conveyor (overhead, inverted and roller)
		Vertical Lifts/Shuttles: Storage & Retrieval
	AGCs
STORAGE & RETRIEVAL
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Feature IntelliTrak™ Electrified Monorail

Power & Free

Monorail

Overview

Friction Driven by rotating 

tube and no chain, allows 

carriers to move both 

forward and in reverse, stop 

in a process without 

affecting the rest of the line 

and move at variable speeds 

at any point in the system.

Chainless conveyor system 

driven by carriers equipped 

with drive motors to allow for 

rapid point-to-point  product 

movement with minimal 

wiring,  tight speed control 

and accumulation.

Chain-driven, two-rail 

conveyor system using a 

power chain and pusher 

dogs to allow carriers to stop 

and start independently of 

the powered chain. Variable 

speeds can be achieved with 

the use of multiple chains.

Constantly moving, chain-

driven, single-rail conveyor 

system moves carriers at a 

single speed through the 

system. 

Forward/Reverse

√ √

Clean - No Lubrication

√ √

Variable Speed Zones

√ √

Modular Construction

√ √

Energy Efficient

√ √

Automated Deadheads/Spurs

√ √

Easily Expandable

√ √

Virtually Noiseless

√ √

Accelerate/Decelerate

√ √  

Easy Integration of LIfts

√ √  

Easy Integration of Shuttles

√  

Smart Controls

√ √ √

Switches

√ √ √

Buffer Zones

√ √ √

Fixed Hook/Carrier Spacing

√

√

Chain

√

√

Return Chain

√

√

Drive/Take-up Units

√

√

Continuously Running

√

√

Lower Upfront Costs

√

*Source: Adapted from the 2016, PRODUCTS FINISHING DIRECTORY. Copyright ©2015 by Gardner Business Media, Inc., 6915 Valley Ave., Cincinnati, Ohio 45244-3029.                   

A Comparison Between IntelliTrak Friction Conveyor and Traditional Conveyor
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System Load Capacity (lbs).*

150 Series 0 - 150

500 Series

with dual trolley carriers 0 - 750

with quad trolley carriers 750 - 1,000

1500 Series

with dual trolley carriers 750 - 2500

with quad trolley carriers 2,500 - 5,500

3500 Series

with dual trolley carriers 5,500 - 6,500

with quad trolley carriers 6,500 - 12,000

5000 Series

with quad trolley carriers 12,000 - 20,000**

Vertical Drop Lifts 0 - 40,000+

*Always include load bar weight

**Total weight (straight shuttles 5k per trolley)

IntelliTrak™ Series Load Capacity


